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IX. EMERGENCY WORK

Emergency work is defined as that work which should be done immediately. By its nature
it cannot be pre-planned; however, standard procedures and requirements shall apply
whenever practical.

The person in charge of the emergency work shall at the earliest possible opportunity
notify Seattle Transportation.

During the Day: Street Use Division - 684-5283
At Night: Charles Street Shops - 386-1218

X. ENFORCEMENT

It shall be the responsibility of the person in charge of any particular construction or
maintenance project to comply with the requirements of this Manual. Should said person
fail to comply, the City Traffic Engineer or his designee shall have the authority to stop all
work until compliance has been achieved. Such work will not be resumed until the
necessary corrections have been implemented. Any work required by City forces to
achieve compliance with the Manual shall be paid for by the Agency or Contractor
conducting the work. In addition, citation may be written to those directly responsible for
the construction activities.

XI. BARRICADING AND SIGNING ILLUSTRATIONS

The illustrations contained herein are meant to indicate typical situations and utilization
of the traffic control devices described in the text. The use of certain traffic control devices
for specific situations is not intended to exclude the use of those traffic control devices
for other situations. At all times, however, practices prescribed in the text shall be adhered
to. The following is a list of procedures for placement of traffic control devices:

1. Advance warning signs may be placed on:

a. Portable sign supports

b. Posts

2. For night operations:

a. All channelizing devices shall be reflectorized. Cones shall not be utilized
alone.

b. Through the taper section install arrow signs (T019) spaced at 3S. (See
Table XI-1)

c. All signs shall be reflectorized, except those controlling parking and
pedestrians.

d. Install a flashing yellow warning light on each high level warning device.
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e. Horizontal barricade or vertical panels shall have a flashing or steady
burning light attached.

3. General Notes:

a. Where possible, place a vehicle between the work area and the traffic
flow.

b. Signs shall not be installed on Type I or Type II barricades.

c. The predominant color for channelizing devices, shall be orange.

d. A high level warning device shall be required for all temporary work in
the roadway.

4. Set-up (in order of occurrence):

a. Temporarily place a high level warning device at the side of the road.

b. Place advance warning signs.

c. Place channelizing devices for traffic diversions (moving in direction of
traffic.)

d. Adjust placement of high level warning device.

e.  Protect the work area.

f. Place spoil or equipment between traffic flow and work area when
practical.

5.  Pick-up

a) Reverse set-up procedure indicated in #4 above.
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